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Pt. 60, Subpt. EEEE, Table 4

For the air pollutant

You must meet this emission
limitation 2

Using this averaging time

And determining

compliance using this method

10. Sulfur dioxide .............

........ 3.1 parts per million by dry

volume.

3-run average (1 hour min-
imum sample time per run).

Method 6 or 6C of appendix
A of this part, or ANSI/
ASME PTC 19.10-1981
(IBR, see §60.17(h)) in lieu
of Method 6 only.

a All emission limitations (except for opacity) are measured at 7 percent oxygen, dry basis at standard conditions.
b Calculated each hour as the average of the previous 12 operating hours.

TABLE 2 TO SUBPART EEEE OF PART 60—OPERATING LIMITS FOR INCINERATORS AND

WET SCRUBBERS

As stated in §60.2916, you must comply with the following:

For these operating
parameters

You must establish
these operating limits

And monitoring using these minimum frequencies

Averaging time

1. Charge rate ..............

2. Pressure drop
across the wet scrub-
ber or amperage to
wet scrubber.

3. Scrubber liquor flow
rate.

4. Scrubber liquor pH ..

Maximum charge rate ..

Minimum pressure drop
or amperage.

Minimum flow rate .......

Minimum pH .................

Data measurement Data recording
Continuous ..........c...... Every hour ..ot
Continuous ................... Every 15 minutes .........
Continuous . Every 15 minutes ..
Continuous ..........c........ Every 15 minutes .........

Daily for batch units. 3-
hour rolling for con-
tinuous and intermit-
tent units =,

3-hour rolling=.

3-hour rolling 2.

3-hour rolling=.

aCalculated each hour as the average of the previous 3 operating hours.

TABLE 3 TO SUBPART EEEE OF PART 60—REQUIREMENTS FOR CONTINUOUS EMISSION
MONITORING SYSTEMS (CEMS)

As stated in §60.2940, you must comply with the following:

For the following
pollutants

Use the following span values
for your CEMS

Use the following perform-

ance specifications (P.S.) in

appendix B of this part for
your CEMS

If needed to meet minimum
data requirements, use the
following alternate methods in
appendix A of this part to col-

lect data

1. Carbon Monoxide .......

125 percent of the maximum
hourly potential carbon
monoxide emissions of the
waste combustion unit.

25 percent oxygen .................

Method 10.

Method 3A or 3B, or ANSI/
ASME PTC 19.10-1981
(IBR, see §60.17(h)) in lieu
of Method 3B only.

TABLE 4 TO SUBPART EEEE OF PART 60—SUMMARY OF REPORTING REQUIREMENTS

As stated in §60.2951, you must comply with the following:

Report Due date Contents Reference
1. Preconstruction report | a. Prior to commencing | i. Statement of intent to construct; ...................... §60.2952.
construction. ii. Anticipated date of commencement of | §60.2952.
onstruction;

iii. Documentation for siting requirements; §60.2952.
iv. Waste management plan; and §60.2952.
v. Anticipated date of initial startup. §60.2952.
2. Startup notification .... | a. Prior to initial startup | i. Types of waste to be burned; §60.2953.
ii. Maximum design waste burning capacity; §60.2953.
iii. Anticipated maximum charge rate; §60.2953.
iv. If applicable, the petition for site-specific op- | §60.2953.

erating limits; and
v. Anticipated date of initial startup. §60.2953.
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